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 قوس الكتریكی تحت پوشش گاز جوشكاری های دستگاه
 مدل :

  

WELDING OUTPUT Range 1 Range 2 

Welding Current at 60% DutyCycle1A    550 

Welding Current at 100%Duty Cycle A 200 490 

No- Load Voltage  V 11-36 23-60 

Voltage Control Steps  Continuous 

Inductance Connectors  2 

MAINS CONNECTION (Three Phase , 50Hz , 400V)2 

Fuse A D63 
Primary current at 100% duty Cycle         A - 50 

No- load power Kw 0.5 

Installed Power (Max) KVA 37.5 

Mains Cable Cross Section (Cu,Nyy)mm2 4 x 6 
 

   MISCELLANEOUS 
Cooling  Fan 

Wire Feeder Type (Separate or Compact) Separate 

Protection Class   IP21 
Insulation Class  H 

Dimension (LxWxH) mm 75 x 50 x 82 

Weight kg 198 
 .توجه: حق تغییر کلیه مشخصات بذون اطلاع قبلی برای شرکت گام الکتریک محفوظ خواهذ بود

F: Fasted action fuse        D: Delayed action fuse  
1.Other duty cycles  on request   2. Other Voltages / frequencies on request 
3.Gaam Electric reserves the rights to change the specifications without notice.  
4.Last digit number of the name of machine ( for ex. 1 in PARS MIG –SP601)indicates to the version 
of it. 

GAS METAL ARC WELDING MACHINES (MIG/MAG) 

Model:       PARSMIG-SP601  

 برجستِ دستگاُ ٍيژگيْاي  
  ٍِلتاش جَشناري )مٌترل ّوسهاى سرػت تٌظين تسيار آساى ٍ سريغ ٍ دقيق تا مٌترل پيَست

 سين ٍ ٍلتاش در حيي جَشناري(

  ٍضؼيت پالس )فرماًس( ٍ ميفيت تسيار ػالي جَشناري  چْاردارا تَدى 

  دارا تَدى سيستن اتَهاتيل تراي شرٍع قَس تسيار ػالي 

 ّا ضخين يا لَلِ، اهناى جَشناري ٍرقْاي تسيار ًازك 

 الي قَس تْتريي هشخصِ جَشناري ٍ پايذاري ػ 

  هجْس تِ چْارچرخ ٍ فضاي هٌاسة در پشت دستگاُ تراي ًگْذاري مپسَل گاز 

 َاطويٌاى قاتل ستات، استْلاك تسيار من ٍ ساختارحفاظت در هقاتل اضافِ تار تَسيلِ تره 
 

 .ٍايرفيدر جداگاًِ دارًد PARS MIG-SPستگاّْاي د
 

 PARS FEEDٍيژگيْاي ٍايرفيدر هدل
  ،ٍلتاش، سرػت( تٌظين مليِ پاراهترّاي جَشBurn Backتست ، )تَسيلِ  سين، تست گاز

 ٍايرفيذر ٍ ًسديل هحل مار
  حلقِ هحرك 4شاسي ٍ هَتَر تسيار پر قذرت هٌاسة تراي مارّاي سٌگيي تا 
 ( هٌاسة تراي سيوْاي هسَارCO2) آلَهيٌيَم يا استيٌلس استيل ،يا تَپَدري 
  هتر در دقيق30ِيا  20تا سرػت تسيار زياد سين 
 مٌترل سرػت سين تا فيذتل ٍ ترهس 
  مٌترلSoft Start  در شرٍع قَس 
  مٌترلBurn Back   جْت جلَگيري از چسثيذى سين تِ ًازل ٍ قطؼِ مار 
 داراي شستي  تست سين ٍ تست گاز 
  اًجام شرٍع ٍ پاياى جَشناري تا حق اًتخاب يل يا دٍ تار فشردى شستي تَرچ 
  ًقطِ جَشسيستن 
  )ِدارا تَدى سيستن پس گاز )در حالت چْار ضرت 
 وائنض
 ّا ٍ شيلٌگ راتط ٍايرفيذر ٍ دستگاُ ماتل 
 ماتل ٍ اًثر اتصال 
  رٍي دستگاًُگْذارًذُ ٍايرفيذر 

 در صَرت سفارش
 ٍايرفيذر چْار چرخ تراي 
  ُآب تراي سيستن آب خٌل خٌل مٌٌذُدستگا 
  تَرچ آب خٌل يا َّا خٌل 
  لاتَرٍَ رگگرم مي گاز 
 سيستن ًقطِ جَش 
 

EXCELLENT FEATURES OF MACHINE 
 Setting very easily, fast and precise with continuous control of 

welding voltage (Simultaneous control of wire speed and voltage 
during welding) 

 Equipped with four states pulse (frequency) and excellent      
quality of welding  

 Ability of automatic system for excellent starting of arc  
 Possibility of welding very thick or thin plates or pipes 
 Insure optimum welding characteristic and excellent arc stability 
 Equipped with four wheels and a platform at the back with space 

for a gas cylinder 
 Overload protection by thermostat, low depreciation and robust 

construction 
 

PARS MIG-SP series have separate wire feeder. 

EXCELLENT FEATURES OF PARS FEED 
 

 Setting of all welding parameters (voltage, Speed,BurnBack, Wire 
test, Gas test) by wire feeder and near to the  work place  

 Heavy duty wire feeder plate with 4 rolls with a powerful motor 
 Suitable for Copper, flux cored, aluminium and stainless steel 

wires  
 High speed up to 20 or 30 m/min 
 Control of wire speed by feedback and brake 
 Control of '' Soft Start ''at the start of the arc 
 Control of '' Burn Back '' in order to prevent sticking the wire to 

contact tip or work piece 
 Gas test and wire insertion button 
 2 stroke / 4 stroke 
 Spot welding system 
 Ability of post gas (in case of 4 stroke operation)  
 

ACCESSORIES 
 Intercable 
 Earth clamp with cable 
 Wire feeder holder on the power source 
 

OPTIONAL 
 Four wheels for wire feeder  
 Cooling unit for water cooled system 
 Water or air cooled torch 
 Gas preheater and regulator 
 Spot welding system 
 

 G4420 G4430 

Operating Voltage 42 V 

No. of Rolls 4 

Wire feed speed m/min 0.5-20 0.5-30 

Wire Reel  

  Capacity 15 Kg 

  Outer Diameter 30 cm 

Wire Diameter (mm)   

  Steel 0.8-2.4 0.8-1.6 

 Aluminium 1.0-2.4 1.0-1.6 

 Stainless 0.8-1.2 0.8-1.2 

 Tubular 1.2-2.4 1.2-1.6 

Weight (Kg) 14 16 

Dimension(LxWxH)mm 465x250x305 465x250x305 

Cooling system Air/Water 
 

The second digit number of the name ofmachine 
(For ex 4in G4430) indicates to the version of it. 
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TECHNICAL DATA TECHNICAL DATA 

Sales Office:No.10 ,Ashkan St,10th St,Karegarshomaly, Tehran, IranTel : +98 (21) 88010966 (24 Line)  Fax : +98 (21) 88027940 
Factory :P.O.Box :  48175 - 385 ,  Sari ,  Iran    Tel :     +98 (11)    33137110      33137111          Fax : +98 (11) 33137116 

 61;149::خط(    دٍرًگار>  46)  88;101::تلفي> ، طبقِ اٍل ٍ دٍم . 01پلاك خياباى اشکاى تْراى، خياباى كارگر شوالي، خياباى دّن دفتر فرٍش>
 (100)   55059008(  دٍرًگار> 100)  55059000      55059001،   تلفي> 6:097 - 5:7صٌدٍق پستي، ساريكارخاًِ>


